
Quality • Innovation • Integrity

KT AUtOMOtIVE GmbH

The smallest and lightest Onboard Data Acquisition Unit available

NX T 32 Onboard Interface

Â 32 analog Input channels 
(Lemo/ODU size 1)

Â Footprint 64 x 210 mm

Â Fully ruggedized design

Â Triggerinput for Start 
Recording and T-zero

Â 16 Digital Inputs available 
on connector (Lemo/ODU 
size2)

Â Mass/channel appr. 45 gr

Â Daisy Chain Ready

Â Nxt32 removable

Â Signal bandwidth 42,5 kHz

Â Compatible to KT Automotive 
centralized, distributed and 
hybrid In Dummy applications

Â 32 analog channels @ 
100 kHz @ 100 sec

Â Emergency Lion battery

Â Exceeds SAE J211

Â Sensor ID verification

Â Non volatile flash data 
memory for a maximum of 
data security

Â CrashLink2 interface for 
seamless integration into 
M I N I DA U ® Product line 

Â Programmable bridge 
completion

Â 2.5 V, 5 V bridge excitation

Â CrashDesigner and Autolab 
compatible

Â Digital and analog triggers

Â Twisted pair Ethernet for 
10 / 100 / 1000 Mbit host 
interfaces
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